
PENTAX Medical  
HD+ Duodenoscope ED34-i10T.
The highest ERCP technology.

The world’s first state-of-the-art HD+ duodenoscope for improved papilla’s  
observation and access with the highest hygiene standard.



ED34-i10T 

Setting new standards 
for diagnosis and therapy 
with HD+.

i-scan and unique HD+ quality 

•   High-Defi nition resolution and fi nely differentiated 
colour/contrast enable the minor papilla to be more 
easily identifi ed.

•    In combination with excellent illumination, HD+ 
and i-scan allow improved orientation and detection.

Simplifi ed cannulation

•   V-shaped Albarran defl ector strengthens the stability 
of the hub mechanism and enables the instruments 
to be easily positioned. 

•   The optimisation of the control body (weight, shaft 
diameter and ergonomics) enhances the scope 
handling.

Highest hygiene standard

•   The newly designed distal end has a detachable cap to 
provide improved access for cleaning and reprocessing 
post-procedure. 

PENTAX Europe GmbH
Julius-Vosseler-Straße 104 . 22527 Hamburg . Germany 
Tel.: +49 40 / 5 61 92 - 0 . Fax: +49 40 / 5 60 42 13
E-mail: medical@pentax.de . www.pentaxmedical.com
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HD+ Duodenoscope ED34-i10T

Type ED34-i10T

Insertion tube [Ø mm] 11.6

Distal end [Ø mm] 13.0

Instrument channel [Ø mm] 4.2

Working length [mm] 1.250

Field of view [°] 100 (retro 10°)

Tip defl ection up/down [°] 120/90

Tip defl ection right/left [°] 105/90

Removable cap, CleanCap System

In the interest of technical progress, specifi cations may change without notice.


